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Parking Sensor Solution





Over 95% sensor accuracy

Scalable MESH sensor network

Ultra low power consumation

More than 5years expected lifecycle without battery change

Cloud based data distribution

End-to-End solution for partners





What we offer?

Makesense sensor network is tested in cooperation with the market leader Telco operator in a European capital!!







Scalable





5 years+ battery life 



Real time info

Interface



Maintenance free design 

How the system works?



Electro-magnetic sensors

Intelligent IQRF Gateway

Makesense Cloud

Customer application







Customer interface

1minute measurement cycle

3G/4G/Ethernet

Connection







Customer benefits

Easy mapping&status feedback on own parking lots



On-Street occupancy info on any mapping software 

Better control of own parking area



USP to acquire new customers via APP

Revenue generator via providing occupancy data









Products

Maintenance-free 
in-ground & on-ground  sensor

IP67 protection

Serves up to 50 sensors

Optional solar panel based power supply

Cover range: 100meters (in urban environment)









Universal Outdoor Gateway

IP68 protection

MESH network capable

Multihop capable communication up to 250hops (results over 1km coverage)

Over up to 8years battery lifecycle

Over-the-air FW update 





For further information & pricing please contact us at:

sales@makesense-tech.com

Thank you for your attention!
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Make(s)ense develops and


manufactures end-to-end sensor


solutions which make your life more


convenient. Our parking sensor


solution provides up-to date availability


of parking places around the city. A


great tool, to minimize the time needed


to find free parking place. Not just


smart, but environment friendly.


Make(s)ense Ltd


Geomagnetic parking sensor to IQRF 


or NB-IoT networks


Intelligent Gateway and Repeater to 


IQRF networks


Data cloud to provide aggregated 
sensor data


Our USPs


Make(s)ense firmly believes that its


unique multisensing based technology


provides the most reliable sensor


accuracy in an urban environment where


level of electronic disturbance is high.


Our sensors are capable to filter out


even the harsh electric noise, the self


adjusting evaluation method makes our


sensor to a world-class product


Key Data


Company Website:  www.makesense-tech.com


Founded: 2012


Contact Person: Mr. Ferenc Balogh


Contact e-mail: sales@makesense-tech.com


Company presentation


Target markets


European Smart City Projects


Mobile network operators


Garage operators


Parking management companies


Key references


T-Systems Hungary Ltd


City of Debrecen


City of Kaposvar



http://www.makesense-tech.com/

mailto:sales@makesense-tech.com

http://www.alx.com.gr/maingr/wp-content/uploads/Makesense.docx
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Parking Sensor Solution





Company details

Established – 2012 



Number of employees: 11-20



Product – On-street parking sensor (geomagnetic measurements)



Service – Sensor product + Cloud service



Existing partners: Deutsche Telekom



Markets covered – Hungary ( Germany test site in progress)



Target markets: EU, China



Contact: Mr Ferenc Balogh COO (ferenc.balogh@makesense-tech.com



Website: www.makesense-tech.com









Sales targets

Makesense is looking for local distributor partners in the telecommunication and parking industry



Initial contacting with COSMOTE via HUAWEI – further progress needed



Revenue opportunities to partners

	- sales margin on products sold – one-time

	- HW support + maintenance – recurring revenue



Portfolio:

	- Flush mounted occupancy sensor (IQRF + 3G or NB-IoT communication)

	- Intelligent Gateway (for IQRF 866MHz networks only)

	- Installator and maintainer tool

	- Backed server solution + data interfaces



Competitive advantages:

	- Reliable operation in urban environment

	- Electric noise filtering
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MAKE(S)ENSE PARKING SENSOR TECHNOLOGY 
 


Parking Space Occupancy Sensors 
In modern on-street parking systems, individual parking 


spaces can be equipped with wireless sensors that indicate 


whether the given lot is occupied or not. Parking sensors 


communicate with the central parking management system via the on-street parking machines or via 


dedicated gateways. With the help of sensors, parking management systems can monitor the occupancy of 


each parking space real-time. Such prompt occupancy data is useful for a number of purposes. 


Benefits 


Enhanced driver information 
Sensors provide real-time data on available parking places, which may be fed to various driver information 


services and tools (i.e. occupancy boards, mobile apps, navigation systems), which direct drivers towards free 


parking spaces. This improves driver morale and satisfaction on the one hand, and drastically reduces traffic by 


eliminating the search to find empty spaces. 


Streamlined and improved parking inspection 
Sensors help automate and optimise the processes of parking inspection to a great extent, as the system 


knows the exact parking spaces that are occupied without valid payment, and can deploy inspectors 


automatically to visit such spaces only. 


This has the beneficial effects of reducing inspector workloads, and of ensuring higher sanctioning and 


enforcements ratios and reducing the possibility of corruption, as non-paying use is known to the central 


system immediately and without fault. 


Accurate parking data aggregate 
Sensors collect very precise parking occupancy bulk data, showing which exact spaces are occupied and at 


precisely what time and for how long. With this, they contribute greatly to parking and general traffic planning 


and management. 


 


MAKE(S)ENSE Parking Sensor Technology 
Parking space occupancy sensors developed and 


manufactured by MAKE(S)ENSE are based on 


sensing and measuring the earth magnetic field 


of individual parking spaces. 


MAKE(S)ENSE parking sensors are buried 


underground just below surface level, with no 


protruding parts. They can be installed in a 


flexible manner as no connection is required to 


the public networks neither for power input nor 


for communication purposes. Installing the 


sensors involves only a minimal breaching of the 


pavement – only a shallow hole needs to be drilled to fit the sensor itself. 


MAKE(S)ENSE sensors operate on batteries with very low power requirements, having a life span of up to a 


decade (with battery extension pack). They transmit occupancy data to parking meters or to gateways via RF 


technology. 


 


The sensor developed by MAKE(S)ENSE detects if the parking place in question is occupied by a vehicle or not. 


The sensor measures the 3D magnetic field of the Earth. The magnetic field can be distorted by a nearby large 


metallic object, such as a car. This distortion is detected by the sensor and used to establish occupancy of the 


parking place in question. The sensor is able to compensate the slow changes of the magnetic field not caused 


by vehicles. As a consequence of its operating principle, the sensor is unresponsive to non-metallic objects. The 


sensor is placed into a housing filled up with a polymer, sunken beneath ground level. It is unresponsive to 


moisture and temperature. The capacity and the quality of the connected battery as well as the sophisticated 


software ensure a minimum operation time of 5-6 years (with just one battery, so 


no battery extension pack). 


The sensors communicate with the central software system via the Sensor 


Gateways. The communication uses IQRF’s own encryption, eliminating 


possibilities of abuse. For reasons of energy management, the communication of 


the sensors is limited to the absolutely necessary operations. 


Measurement/detection is performed every 1 minutes (it can be changed 


however, if the need arises). The sensor firmware may be updated wireless, 


without the need to open the equipment, allowing the sensor to be updated, 


configured and calibrated remotely.  
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